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eams at high speeds and the world's fastest cycle time.

high quality sewing and high productivity.
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Features

Overwhelmingly superior productivity with the world's
fastest cycle time.

High quality sewing faithfully following the sewing data.
Realization of wide ranging sewing capabilities and
low tension sewing.

Follow-up processing unnecessary after thread
trimming.

Prevents thread cast-off, bird's nests, and Stains on
the thread at the beginning of the sewing operation.
Clean sewing, powerful needle penetration force,
adoption of compact flash cards.

Low noise and low vibration, because of its low power
consumption, it is economical.

Sewing area 40 x 30 mm.
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Bar tacking Belt loop Elastic stitch Knitted materials Button Sewing
ESUYE S PE L EREHE B&AR17mm
Stitch formation Single needle lock stitch Work clamp height 17 mm Max.
GRIRRE 3200%%/9> EFAEER O EERAERE
Sewing speed 3200rpm Rotary hook Shuttle hook
SEHIXIFH(X-Y) F&AR40 % 30mm A8 RS
Sewing area (X-Y) Max. 40 x 30 mm Thread wiper Standard equipment
EHhEH Y -OiBIEE B (B F DA ) S TRIERE
Feed mechanism Y-0 intermittent feed mechanism (pulse-motor driven mechanism) Thread trimmer Standard equipment
$HiE _ R iE RS
Stitch length 0.05-12.7.mm Thread nipper Stalndard equipment
=P p 210,000%H (B 1E1EIN$1%2200,000%1) 58 56k
Max. No. of stitches 210,000 stitches (including 200,000 stitches which can be added) Weight 9
rEABR Bk SIXRE SR =2h E£18100V/220V, =#8200V/220V/380V/400V
Work clamp lifter Pulse motor drive system Power source Single-phase 100V, 220V Three-phase 200V, 220V, 380V, 400V 400VA
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we also can customized special presser foot, such as D type, O type, 30*40mm type and so on.
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